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[ SPLIT TYPE c Eﬁ

AIR CONDITIONER
0598

INDOOR MODEL KMA32-12FNX-G
OUTDOOR MODEL | KMA32-12FN8-G
COOLING CAPACITY | 12000Btu/h
HEATING CAPACITY | 13000Btu/h
POWER SOURCE | 220-240V~50Hz,1Ph
MAXIMUM ALLOWABLE

PRESSURE 44Pa
EXCESSIVE OPERATING [ DISCHARGE _ |4.3MPa
PRESSURE SUCTION 1.7MPa
REFRIGERANT R32/0.62kg
RATED CURRENT | 10.5A
RATED INPUT 2200W

OUTDOORUNIT [ |0y,
RESISTANCE CLASS
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Contains fluorinated greenhouse gases.
GWP:675;0.418 tonnes CO2 equivalent.

Importer:
Frigo-kor d.o.0. Majstorska 11 10000 Zagreb Croatia
Manufacturer:

GD Midea Air-Conditioning Equipment Co., Ltd.
Midea Industrial City, Beijiao, Shunde, Foshan,
Guangdong, China, Zip code: 528311

Sadrzi fluorirane staklenicke plinove pokrivene Kyoto protokolom.
éWP:675; ekvivalent 0418 tCO2
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outpoor A\ CAUTION

1. Ensure to evacuate the air inside the indoor
unit and pipes with vacuum pump.

2. Make sure the additional amount of refrigerant
to be charged is based on the pipe size and
length, please refer to the INSTALLATION
INSTRUCTIONS for details.

3. Incorrect installation due to ignoring of the
instruction will cause serious problem to the
machine. ;
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Technical requirement(Ver.: E, 2017-03)
1.Appearance and material property of product nameplate shall comply with QMK-J036.1006 (QMZ-J53.008) Technical Conditions for Product Nameplate;
2Font and color shall comply with QMK-J016.2005 Design Code for Export Sales Product Nameplate (or QMK-J016.2004 Design Code for Domestic Sales Product Nameplate) or dimensioned requirement in drawing;
3All undimensioned tolerances of linear dimensions shall comply with GB/T1804-v;
4.0ut-sourced production shall be in strict accordance with electronic document;
5 Materials subject to RoHS shall comply with QMK-J000.1002 Technical Standard for Restricted Hazardous Substance in the Products of MIDEA.
6.Materials subject to REACH shall comply with QMK-J000.1008 Technical Standard for REACH of MIDEA,
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4% RoHS KOREL-KFR35G/BP3N8Y-AB-

BU (RD6) ~GW-0402 (KMA32-12FNX-G/KMA32-12FN8-G)
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